
SPECIFICATION 
CLARIFICATION series: 
Ultimate 11-n-1 Waterbar™ Multi Function Drink, Cook, Appliance Care System
Taste Awarded 10-Stage Reverse Osmosis And Organic Coconut Filtered Water, From One System

Model No. AQWaterbar™
Who Loves It?   Designed for Water Lovers Who Want Premium Reverse Osmosis And Organic Coconut Filtered Water, From One   
   System-And a Company With a Big-Picture View of Protecting Your Water and Our Planet

	 	 	 Patented	Dual	Water	Save	Delivery	(Premium	Reverse	Osmosis	And	Organic	Coconut	Filtered)	•	Lowest	Industry	RO	 	
	 	 				 Rejection	Ratio	•	Industry	Best	RO	System	Water	Savings	•	Membrane	Technology	With	Up	to	50%	Less	RO	Water
	 	 	 0%	Rejection	Filtered	Water	Dispensing	•	Up	To	30%	Faster	RO	Water	Make-Up	•	Real	Tme	Filtered	Water	Delivery		 	
	 	 	 Unique	Design	Uses	Water	Pressure	More	Effectively	For	Higher	Flow	Rate	From	Faucet	•	Thin	Film	Composite	(TFC)
	 	 	 Chlorine	Resistant	RO	Membrane	•	Superior	Filtration	•	Lowest	Balanced	Rejection	Ratio	•	High	Capacity	Filters	
	 	 	 Chlorine	Off-Taste	&	Odor	Control	•	Easy	to	Install	w/	Pre-Connected	Color	Coded	Tubing	•	Hygenically	Sealed	Filter		 	
	 	 	 Cartridges	•	Color-Coded	Ease	of	Service	•	Faster	RO	Water	Fill	Allows	For	Space	Saving	9”	Diameter	RO	Tank
	 	 	 In-Line	Post	Manifold	Water	Polish	for	Ultimate	RO	Taste	&	Quality	•	Tool-Less	Filter	Changes	•	Produces	Premium		 	
	 	 	 Clear	Hard	Ice	Cubes	•	Partners	with	Waterstone	Designer	and	Other	RO	Certified	Faucets	•	Awarded	Number	One	
	 	 	 In	Taste	(UC	Taste	Team)	•	Made	in	CA	USA	•	United	States	Patented	
 
MODEL   DESCRIPTION      
AQWATERBAR  AQWATERBAR     
   Part No AQWaterbar           
   11-n-1 Reverse Osmosis Plus Filtered   

   Maximum Dimensions:  
	 	 	 System:	14.5”	H	x	12”W	x	4.75”	D	
	 	 	 Reverse	Osmosis	Tank:	11”	H	x	9”	D	
      
   Pressure Range:  40 - 100 psi
	 	 	 Filter	Life:	6	-	12	months
	 	 	 Membrane:	12	-	24	months
	 	 	 Capacity:	50	Gallons	per	day	(GPD)	membrane	element
     
   Membrane Technology__Total Dissolved Solids (TDS), Arsenic, Cysts, Fluoride, Lead 
   Filtration__Sediment, Taste, Odor, Chlorine, VOCs
   Recyclable Filters

   FILTER REPLACEMENT INTERVALS 
	 	 	 AQ-ROCLIP1	(Stage	1)	Every	6	-	12	months	 	 	 	
	 	 	 AQ-ROCLIP2(Stage	2)	Every	6	-	12	months	 	 	
	 	 	 AQ-ROCLIP3	(Stage	RO)	Every	12	-	24	months
	 	 	 AG-ROCLIP4	(InLine)	Every	6	-	12	months	 	
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